The foundation-stone of these buildings was laid in May, 1901. There are four blocks connected by a three-storey corridor, and a fifth and sixth block entirely detached; in the latter are placed the mortuary and the ambulance room; and the former contains the lying-in wards and dispensary. This connecting corridor is an important feature in the plan,
for by it communication is obtained between the various floors of the large infirmary blocks, and the lying-in wards and the Nurses' Home are also reached from it by short corridors. The difliculty of supervision inseparable from a large building in detached blocks is thus very materially lessened.
The female infirmary is placed at the eastern end of the main corridor and is three stories high, each floor giving accommodation for 27 beds. There are two dormitories, of which the larger for 24 beds is placed southward of the corridor, and the smaller for three beds is placed northwards. The larger is about 70 feet long by 28 A terrace surrounds the large ward on two sides, and there is an external fire escape staircase. The first and second floors are similar in details excepting that balconies take the place of the terrace. These terraces and balconies are most useful adjuncts to an infirmary.
The male infirmary is placed at the other end of the corridor, and is practically the same as the female one just described. Between these are the lying-in ward and the nurses' home. The former is a one-storey block and the latter consists of three stories.
The fifth block is for lunatics. It is of one storey only, and is intended for temporary residence of the patients. There are two two-bedded rooms and a padded room, with attendants' rooms and the proper offices.
The work is to be done in bricks of a rich deep red colour relieved by strings of Portland stone. The roofs will be covered with green slates.
The ground floor wards will be laid in pitch pine blocks and the corridors in terrazzo. The sanitary spurs will be lined with glazed tiles. The ward walls will be plastered with hard cement we hope, and the angles and corners of the rooms are rounded off. 
